
Character Left (inch) Width (inch) Right (inch)

A .160 4.043 .160 o .440 2.722 .440

B .560 3.242 .320 p .800 2.642 .440

C .400 3.242 .320 q .440 2.642 .800

D .560 3.242 .400 r .800 2.000 .160

E .560 2.962 .280 s .360 2.642 .440

F .560 2.962 .280 t .360 2.081 .480

G .400 3.242 .400 u .800 2.642 .800

H .560 3.242 .560 v .360 3.082 .360

I .560 .800 .560 w .360 4.083 .360

J .160 3.042 .560 x .440 3.202 .440

K .560 3.282 .080 y .360 3.402 .360

L .560 2.962 .080 z .480 2.722 .480

M .560 3.722 .560 1 .480 1.200 .560

N .560 3.242 .560 2 .440 3.242 .440

O .400 3.362 .400 3 .120 3.242 .400

P .560 3.242 .160 4 .120 3.722 .560

Q .400 3.362 .400 5 .440 3.242 .440

R .560 3.242 .280 6 .400 3.242 .400

S .440 3.242 .440 7 .240 3.242 .400

T .160 2.962 .160 8 .400 3.242 .400

U .560 3.242 .560 9 .400 3.242 .400

V .160 3.682 .160 0 .400 3.362 .400

W .160 4.243 .160 & .400 3.602 .400

X .280 3.482 .280 ! .560 .800 .560

Y .160 4.043 .160 " .560 2.281 .560

Z .280 3.242 .280 # .400 3.522 .400

a .440 2.642 .800 $ .440 3.242 .440

b .800 2.642 .440 ¢ .400 2.682 .280

c .440 2.642 .440 / 0 4.283 0

d .440 2.642 .800 aster .320 2.241 .320

e .440 2.642 .440 period .160 .800 .160

f .400 1.681 .440 comma / apos .160 .800 .160

g .440 2.642 .800 colon .160 .800 .160

h .800 2.642 .800 ( .400 1.521 .160

i .800 .800 .800 ) .160 1.521 .400

j .080 1.481 .800 hyphen .120 1.401 .120

k .800 2.642 .440 @ .400 4.043 .400

l .800 .800 .800 = .120 2.601 .120

m .800 4.403 .800 + .120 2.601 .120

n .800 2.642 .800 ? .280 2.762 .280
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REFER TO FORWARD IN STANDARD ALPHABETS METRIC VERSION FOR NOTES ON APPLICATION OF SPACE VALUES

SIGN SHALL NOT BE USED ALONG STATE OWNED, OPERATED AND MAINTAINED ROADWAYS.


